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31. How to connect

1 Open the web browser and enter the printer's IP to access the web page.  
(This page is optimized for Chrome.)

2 Enter ID/Password to log in. (Initial ID/PW : admin/admin)



42. Configuration

Configuration page

 -This page is a page showing basic information of the Wi-Fi module.
 -You can check the firmware version, MAC Address, SSID, IP information, etc.



53. Wireless

Wireless page

 -This page is for setting the Wi-Fi SSID, Password, and security method.

Connection Type SoftAP, Infrastructure, and Adhoc modes are supported.

SSID Enter the SSID of the target to be connected.  
You can check the accessible access points through the 
AP scan button on the right.

WLAN Security Type Select a Wi-Fi security method such as WPA-PSK, WPA2-PSK, 
etc.  
(WPA/WPA2 Enterprise (802.1x) requires a separate certificate 
and authentication server.)

 - It supports the following settings.
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Network page

 -This page is for setting network IP, subnet, gateway, etc.

 -SoftAP mode is 192.168.100.1 and the IP is fixed (Static IP Only).

 - Infrastructure mode, you can enable/disable the DHCP function (Static, DHCP Both).

4. Network



75. WLAN Security

6. File System

7. WPS

WLAN Security page

 -This page is for uploading the certificate used for Wi-Fi 802.1x.

File System page
 -This page is a page to upload/delete files in the Wi-Fi module flash memory.

WPS page
 -This page is the page that operates the WPS function.



88. Etc

Etc page

 -This page is a page that performs basic setting and account setting of the module,  
Device name (Host name), and Wi-Fi Module F/W Update.

Account Change ID/PW.
1 After entering New ID, New Password, Confirm Password, 

click the Change button.
2 After that, enter the newly entered ID/PW and log in 

again.(In the IE environment, it must be entered twice.)

Reboot Reboots the Wi-Fi module. (The printer does not reboot.)

Country Set the region to use the Wi-Fi connection.

Charset Select the encoding method of Wi-Fi data.

Enterprise Cert. 
Check

Select whether to check the certificate.

Device Name Set the device name to recognize the printer on other 
devices.

Firmware Update Updates the firmware of the Wi-Fi module.  
You can also update the printer's F/W Download Tool.
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